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Sensor óptico de glucosa basado en moléculas orgánicas PQ/PA 
Optical glucose sensor based on organic molecules PQ/PA
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Resumen
En esta investigación se presenta el desarrollo un sensor óptico basado en moléculas orgánicas pequeñas con 
el objetivo de monitorear el analito glucosa. Para el desarrollo del sensor se propone un diseño con estructu-
ra tipo sándwich basada en una membrana activa semiconductora en BULK realizada con derivados del pen-
taceno por el proceso solution mixing, la estructura se compone por sustrato/ITO/PQ/PA/PVA/nps/contactos 
metálicos. La caracterización propuesta para medir las propiedades optoelectrónicas antes y después de 
interacción con el analito son: UV-Vis, FTIR, 4-W y SEM. Los resultados preliminares sugieren homogeneidad 
química y cambios ópticos y eléctricos interesantes respecto a la concentración de la matriz polimérica la 
cual arroja 8.4 KΩ/U2 cuando se emplea 6 % de la matriz polimérica. Previos resultados de nuestro material a 
concentraciones bajas mostraron sensibilidad a la glucosa y selectividad a la hiperglucemia. El desarrollo de 
este sensor no enzimático permitirá el monitoreo de los pacientes diabéticos con tecnología a menor costo y 
reusable que garantice una detección temprana.
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Abstract
This research presents the development of an optical sensor based on small organic molecules with the objec-
tive of monitoring the analyte glucose. For the development of the sensor, a design with a sandwich structure 
is proposed based on an active BULK semiconductor membrane made with pentacene derivatives by the 
solution mixing process, the structure is composed of substrate/ITO/PQ/PA/PVA/nps/contacts metallic. The 
characterization proposed to measure the optoelectronic properties before and after interaction with the ana-
lyte are: UV-Vis, FTIR, 4-W and SEM. Preliminary results suggest chemical homogeneity and interesting optical 
and electrical changes with respect to the concentration of the polymer matrix, which yields 8.4 KΩ/U2 when 
6% of the polymer matrix is used. Previous results of our material at low concentrations showed sensitivity to 
glucose and selectivity to hyperglycemia. The development of this non-enzymatic sensor will allow the moni-
toring of diabetic patients with lower-cost and reusable technology, which guarantees early detection.
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