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RESUMEN 
El objetivo de la investigación es la obtención y caracterización de un recubrimiento a base 
de carbonato de calcio a partir de la hidratación del cemento Portland. Para este objetivo 
se siguieron las recomendaciones que establece la patente en trámite Mx/a/2016/002861 
que indica el “proceso de formación de vidrio de carbonato de calcio a partir del cemento 
Portland de cualquier tipo o variedad como mezcla y aleante para elementos de la tabla 
periódica”. La obtención de este recubrimiento se logra después de 14 días de fraguado y 
posee una apariencia brillosa que lo hace atractivo para su aplicación en acabados. La 
caracterización del recubrimiento se llevó a cabo por microscopía electrónica de barrido 
(SEM) para obtener su morfología, por espectroscopía por transformada de Fourier (para 
obtener sus grupos funcionales), difracción de rayos X (para la obtención de las fases 
presentes y uso de máquina universal para la obtención del módulo de Young, máximo 
esfuerzo y deformación, obteniéndose que el recubrimiento en análisis por SEM presenta 
una superficie porosa, el espectro infrarrojo exhibe grupos funcionales carbonatos mientras 
que el análisis de DRX muestra las fases de carbonato de calcio, silicato tricálcico, silicato 
bicalcico y aluminato tricálcico o celita. Desafortunadamente presenta una resistencia a la 
compresión de 3.03 MPa por debajo de los 19.30 MPa de acuerdo con la norma ASTM C150 
recomendado para 7 días de fraguado. Asimismo, se realizarán pruebas para determinar su 
resistencia a ciertos ambientes químicos, al desgaste, etc., para determinar la factibilidad 
de su aplicación como recubrimiento. 
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ABSTRACT 
The research objective is to obtain and characterize a calcium carbonate based coating from 
the hydration of Portland cement, following the recommendations established in the patent 
pending Mx/a/2016/002861, which explains the “calcium carbonate glass formation from 
Portland cement of any type or variety as a mixture and alloying agent for elements of the 
periodic table”, obtaining this coating is achieved after 14 days of setting and has a glossy 
appearance that makes it attractive for application in finishes. The characterization of the 
coating was carried out by scanning electron microscopy to obtain its morphology, by 
Fourier transform spectroscopy to obtain its functional groups, x-ray diffraction to obtain 
the present phases and the universal machine for obtaining Young’s modulus, maximum 
stress and deformation, obtaining that the coating in SEM analysis present a porous surface, 
the infrared spectrum exhibits carbonate functional groups while the XRD analysis shows 
the phases of calcium carbonate, silicate tricalcium, bicalcium silicate and tricalcium 
aluminate or celite, unfortunately presents a compressive strength of 3.03 MPa below 19.30 
MPa according to the ASTM C150 standard recommended for 7 days of setting, also tests 
will be carried out to determine its resistance to certain chemical environments, wear, etc., 
to determine the feasibility of its application as coating. 
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