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Resumen
La contaminación derivada de diversas actividades humanas ha introducido una amplia gama de 
contaminantes en el medio ambiente, potencialmente perjudiciales para los ecosistemas como para 
la salud humana. En respuesta a esta problemática, se han explorado nuevas alternativas, como la 
biorremediación.

Se ha comprobado que las microalgas poseen la capacidad de eliminar diversos contaminantes, inclui-
dos los metales pesados. El objetivo de esta investigación es evaluar la remoción de cromo y plomo 
aplicando una especie de microalga del estado de Chihuahua, para su posible aplicación como proce-
so de biorremediación de agua contaminada por metales pesados.

Para llevar a cabo esta evaluación, se diseñó una metodología que incluye la determinación de la con-
centración mínima inhibitoria (CMI) y dos ensayos de remoción de cromo y plomo. Un ensayo utilizan-
do concentraciones bajas (5 mg/L) y otro, altas (50 mg/L) de los metales, respectivamente.

Los resultados obtenidos hasta el momento indican que, después de 48 horas, la microalga es capaz 
de eliminar hasta un 98 % del plomo expuesta a una concentración de 5 mg/L, y un 94 % del plomo 
cuando se expone a 50 mg/L. Comparando nuestros resultados con los obtenidos por Manzoor y 
colaboradores en 2019, quienes lograron una remoción del 99.4 % de Pb a una concentración de 112 
mg/L en un periodo de 7 días utilizando Chlorella vulgaris, y con nuestros resultados obtenidos en 
las pruebas de CMI, sugiere la posibilidad de exponer a la microalga a concentraciones más elevadas, 
logrando una remoción en un lapso de tiempo más corto.
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Abstract
The pollution resulting from various human activities has introduced a wide range of contaminants 
into the environment, potentially harmful to both ecosystems and human health. In response to this 
issue, new alternatives, such as bioremediation, have been explored.
It has been demonstrated that microalgae have the ability to remove various pollutants, including 
heavy metals. The objective of this research is to evaluate the removal of chromium and lead by ap-
plying a species of microalgae from the state of Chihuahua, for its potential application as a bioreme-
diation process for water contaminated with heavy metals.



Memorias Científicas y Tecnológicas | Vol. 3 | N.° 2 | Junio 2024
7.° Coloquio de Posgrados del IIT

24

To carry out this evaluation, a methodology was designed that includes the determination of the Min-
imum Inhibitory Concentration (MIC) and two assays for chromium and lead removal. One assay used 
low concentrations (5 mg/L) and the other, high concentrations (50 mg/L) of the metals, respectively.
The results obtained so far indicate that, after 48 hours, the microalgae are capable of removing up to 
98% of the lead when exposed to a concentration of 5 mg/L, and 94% of the lead when exposed to 50 
mg/L. Comparing our results with those obtained by Manzoor and colleagues in 2019, who achieved a 
removal of 99.4% of Pb at a concentration of 112 mg/L over a period of 7 days using Chlorella vulgaris, 
and with our results obtained in the MIC tests, suggests the possibility of exposing the microalgae to 
higher concentrations, achieving removal in a shorter period of time.
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